
TECHNICAL DATA SHEET  

Directive LVD 2014/35/EU 

Standards  

Amends 
EN 124:2015 Gully and manhole for vehicular - pedestrian areas 

Halogen acid gas Amount  DIN EN 60754-1 (VDE 0482-754-1) : 2015-08  EN 60754-1:2014 

Applications 

Underground  -  Outdoor 

Plastic box With Reinforced Cover and Knock out Entries for Conduits 

Wiring, Junction or Extension – General Proposes 

Installations 

Cable routing Management , Buried underground  

Infrastructures, Road Lighting,  Power,  Telecom,  R.E.S 

Structural material  Modified Thermoplastic Polyolefin  

Characteristics  

Resistance - Compression  R 

Resistance - Impact R 

Resistance - UV Low Resistance 

Resistance - Chemicals R 

Temperature Range -25 ᵒC +90 ᵒC 

Color Grey - RAL7035 

MANHOLE JUNCTION BOXES  

UNDERGROUND INSTALLATION  SYSTEMS 

TYPE 200x200 300x300 400X400 550X550 

CODE 08-20001-200 08-20002-300 08-20003-400 08-20004-550 

Dimensions AxBxC / mm 200x200x200 300x300x300 400x400x400 550x550x550 

D Entries - Pipes OD  Ø mm 50/75/90/110 75/90/110/125 110/125/160/200/250 160/200/250/315 

Packing  /  τμχ 1 1 1 1 
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